





ABOUT FUFINI

In 2013, we introduced FUFINI Microcement to China from Valencia,
Spain. We source premium European imported materials,specializing in microcement,

artistic cement, natural .lime-based coatings, and eco-friendly DIY coatings.
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Crack Resistance

We ensure that our microcement
does not crack by using fiber mesh processing to isolate localizedcracks
in the base layer. The flexibility of microcement can withstand slight deformations.

Water Resistance

Our floor sealant improves hardness and strength, making the
product waterproof and moisture-
resistant, ideal for bathrooms and shower areas.

Physical Properties

In terms of scratch, impact, and wear resistance, microcement
far surpasses most natural wood materials.






FLOOR

LAYERING PROCESS

High-strength (=20MPA) cement mortar levelling or
engineering tile surface(flatness <2mm/m).

O
Apply fiberglass mesh once, followed by primer once
O
@ Anti-crack layer
Apply anti-crack mortar (I mm thick) if
the base is in poor condition
O
Apply second coat of two-component
microcement (tinted), dry for 4-6 hours,
then sand with 80-grit sandpaper
o
Base hardening layer
@ (applicd once or twice depending
on project requirements)
Apply second coat of two-component
microcement (tinted), dry for 4-6 hours, then
sand with 80-grit sandpaper
o
Apply first coat of two-component
microcement (tinted), dry for 4-6 hours, then
sand with |80-grit sandpaper
O
Apply second coat of two-component micro- © Effectlayer
cement (tinted), dry for 4-6 hours,
then sand with 180-grit sandpaper
O
Apply first coat of primer, dry for 4-6 hours
O
)OWaterproofsea\ing layer
Apply second coat of primer, dry for 4-6 hours,
then sand with 320-grit sandpaper
O
Apply first coat of two-component protective topcoat,
o dry for 4-6 hours, then sand with 320-grit sandpaper
Apply second coat of two-component protective
topcoat,dry for over |2 hours, and protect the area Wear-resistant
o to avoid stepping and placing items © protective layer
Apply third coat of three-component protective
topcoat,dry for over 72 hours, and protect the
o area toavoid stepping and placing items

Precautions

After completing the floor Microcement, keep it completely sealed for 72 hours to avoid touching or stepping

After the 72-hour curing period, protect the site before use, avoiding heavy object pressure on the floor.
Microcement reaches optimal usage status 30 days post-application for normal use.

During use, maintain regular cleaning to avoid stains. Use recommended cleaning products.






WALL

LAYERING PROCES

Cement mortar levelling wall or gypsum
material (flatness <2mm/m)

o,
Apply fiberglass mesh once,
followed by primer once
o,
Apply and sand the waterproof
exterior wall putty layer
o,
Apply and sand the interior wall levelling
putty layer (thickness< Imm)
o,
Apply first coat of pore-sealing primer
o,
Apply first coat of tinted microcement, dry for
o 4-6 hours, then sand with 240-grit sandpaper
Apply second coat of tinted microcement,dry
for4-6 hours, then sand with 240-grit sandpaper
o,
Apply first coat of primer, dry for 4-6 hours
o,
Apply second coat of primer,
dry for 4-6 hours, then sand
with 320-grit sandpaper
o,
Apply first coat of two-component
protective topcoat, dry for 4-6 hours,
then sand with 320-grit sandpaper
o,
Apply one coat of two-component
protective topcoator two coats of one-
o component protective topcoat

Precautions

After completing the wall Microcement, keep it completely sealed for 24 hours to avoid touching or contamination.
After the 24-hour curing period, it can be used normally

Microcement reaches optimal usage status 30 days post-application for normal use.

During use, maintain regular cleaning to avoid stains. Use recommended cleaning supplies.

@ Anti-crack levelling layer

@ Micro-cement effect layer

@ Waterproof sealing layer
(for dry areas as needed)

Anti-scratch and anti-
stain protective layer







Microcement Material Base Microcement Material

Inorganic Stucco






Palette.Sand brown

4g F04/10kg microcement 10g FO4/10kg microcement 30g F04/10kg microcement 50g F04/10kg microcement

Palette.Plaster brown

4g FOI/10kg microcement 10g FOI/10kg microcement 30g FOI/10kg microcement 50g FOI/10kg microcement

Palette.Noble brown

4g F03/ 10kg microcement 10g FO3/10kg microcement 30g FO3/10kg microcement 50g FO3/10kg microcement


















4g F30/ 0kg microcement 10g F30/ 10kg microcement 30g F30/10kg microcement 50g F30/10kg microcement

Palette.Modern blue

4g FO7/10kg microcement 10g FO7/ 10kg microcement 30g FO7/10kg microcement 50g FO7/10kg microcement






Palette.Shark ash

4g F10/10kg microcement 10g F10/10kg microcement 30g F10/10kg microcement 50g F10/10kg microcement

4g TI1/10kg microcement 10g T11/10kg microcement 30g T11/10kg microcement 50g T11/10kg microcement

Palette.Cold gray/black

Cold gray/black Cold gray/black Cold gray/black Cold gray/black

4g T71/10kg microcement 10g T71/10kg microcement 30g T71/10kg microcement 50g T71/10kg microcement












Skin Texture Microcement
























